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STAEDTLER Industrieplastilin GmbH, EFA-Straße 1, 92318 Neumarkt, Tel. +49(0)911 9365-839, jens.reuter@staedtler.com 
www.industrial-products.com

SICHERHEITSHINWEIS

• Clay nicht über die empfohlene Temperatur (60°C / 140°F) erwärmen

Gefahren:

 Verbrennungen der Haut durch geschmolzene Masse
 Bei höheren Temperaturen kann die Masse entzündet werden,

daher ist zu beachten:
 von Zündquellen fernhalten
 Kontakt mit offenen Heizdrähten/Heizspiralen verhindern
 von Funken/offener Flamme fernhalten

• Keine brennbaren Materialien beim Erwärmen im Ofen verwenden

• Sicherheitsdatenblätter sind auf Anfrage erhältlich 

Bitte beachten Sie unsere Technischen Informationen
(www.industrial-products.com – Technisches Datenblatt)

SAFETY INSTRUCTION

• Do not heat Clay over the recommended temperature (60°C / 140°F)

Hazards:

 Burns to the skin from molten material
 The material can be ignited at higher temperatures;

the following instructions should therefore be followed:
 keep well away from ignition sources
 prevent contact with uncovered heating wires/heating coils
 keep well away from sparks/open flames

• Do not use any combustible materials when heating the material in the oven

• Safety data sheets are obtainable on request 

Please note our technical information
(www.industrial-products.com – technical information data sheet)




